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Fire Systems Inspection List  
System certifications will follow applicable NFPA standard and IFC (2009) standard 

 
Inspection, testing and maintenance: Fire detection, alarm and extinguishing systems shall be 
maintained in an operative condition at all times, and shall be replaced or repaired where defective. 
 
Fire Alarm System: NFPA 72, IFC 907 
Fire alarm systems must be inspected, tested, and maintained annually.  A review of the annual 
certification from a certified fire alarm company will be conducted by this office during our routine fire 
prevention and life safety inspection.   
 
Fire Suppression System: NFPA 12, 12A, 17, 17A, 25, 750, 2001, IFC 903, 904,905 
Fire suppression systems must be inspected, tested, and maintained annually.  A review of the annual 
certification from a certified fire protection company will be conducted by this office during our routine 
fire prevention and life safety inspection.  Suppression systems must be applicable to the type of 
occupancy using the structure. 
 
Commercial Kitchen Hood System: NFPA 96, IFC (2009) 609,904.11,  
Hoods, grease removal devices, fans, ducts, and other accessories must be inspected, tested, and 
maintained in intervals as required by adopted standards.  A review of the annual certification from a 
certified kitchen hood company will be conducted by this office during our routine fire prevention and life 
safety inspection.   
 
Fire Pump: NFPA 25, IFC 913 
Fire Pumps must be inspected, tested, and maintained annually.  A review of the annual certification 
from a certified fire protection company will be conducted by this office during our routine fire prevention 
and life safety inspection.   
 
Portable Fire Extinguishers: NFPA 10, IFC 906 
Portable fire extinguishers must be inspected, tested, and maintained annually.  A review of the annual 
certification from a certified fire protection company will be conducted by this office during our routine 
fire prevention and life safety inspection.   
 
Fire Department Connections (FDC): NFPA 25, IFC 912 
All fire department connections must be inspected, tested, and maintained annually.  A review of the 
annual certification from a certified fire protection company will be conducted by this office during our 
routine fire prevention and life safety inspection.   
 
Fire Hydrants: NFPA 25, IFC 507 
Private fire hydrants must be inspected, tested and maintained annually.  A review of the annual 
certification from a certified fire protection company will be conducted by this office during our routine 
fire prevention and life safety inspection.   
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